This article comprises the study of three-dimensional squeezing flow of (CNT-SiO 2 /H 2 O) hybrid nanofluid. The flow is confined inside a rotating channel whose lower wall is stretchable as well as permeable. Heat transfer with viscous dissipation is a main subject of interest. We have analyzed mathematically the benefits of hybridizing SiO 2 -based nanofluid with carbon nanotubes (CNTs) nanoparticles. To describe the effective thermal conductivity of the CNTs-based nanofluid, a renovated Hamilton-Crosser model (RHCM) has been employed. This model is an extension of Hamilton and Crosser's model because it also incorporates the effect of the interfacial layer. For the present flow scenario, the governing equations (after the implementation of similarity transformations) results in a set of ordinary differential equations (ODEs). We have solved that system of ODEs, coupled with suitable boundary conditions (BCs), by implementing a newly proposed modified Hermite wavelet method (MHWM). The credibility of the proposed algorithm has been ensured by comparing the procured results with the result obtained by the Runge-Kutta-Fehlberg solution. Moreover, graphical assistance has also been provided to inspect the significance of various embedded parameters on the temperature and velocity profile. The expression for the local Nusselt number and the skin friction coefficient were also derived, and their influential behavior has been briefly discussed.
Formulation of Governing Equations
A 3D channel comprising infinite long parallel plates has been under consideration, which confines a rotatory flow of (CNT-SiO 2 /H 2 O) hybrid nanofluid. The fluid is also supposed to be viscid, incompressible, and time-dependent. The hybrid composition has been accomplished by dispersing CNTs with different volume fractions into 0.1vol. (which remains fixed for the present flow situation) of (SiO 2 /H 2 O) nanofluid. The gap between both the plates is a(t), so its hydraulic diameter is a(t).
Since the flow is assumed to be laminar, so Re < 2300. Furthermore, the assumptions, for the present flow situation, are enlisted as [40] :
•
The lower wall, situated aty = 0, experiences a time-dependent stretching velocity 0 = cx/(1 − κt) in the horizontal direction.
• The channel's upper wall occupies the place at a variable distancey = a(t) = c/(1 − κt)υ f −0.5
and also exhibit a time-dependent squeezing velocity V a = da/dt, whose direction is opposite to the positivey-direction. •
Besides, it is also assumed that the wall, at the lower extremity of the channel, is permeable and the velocity with which fluid is sucked, is given as −V 0 /(1 − κt).
•
The channel along with the fluid confined between the parallel plates turns around they− axis with the angular velocityΩ =Ω 0Ĵ /(1 − κt).
The temperatures of the stretching wall at the lower side and the squeezing wall at the upper side of the channel are respectively denoted byT 0 andT a , along with the assumption thatT a <T 0 . Figure 1 demonstrates the physical model of the present flow situation.
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Formulation of Governing Equations
A 3D channel comprising infinite long parallel plates has been under consideration, which confines a rotatory flow of (CNT − SiO H O ⁄ ) hybrid nanofluid. The fluid is also supposed to be viscid, incompressible, and time-dependent. The hybrid composition has been accomplished by dispersing CNTs with different volume fractions into 0.1 vol. (which remains fixed for the present flow situation) of (SiO H O ⁄ ) nanofluid. The gap between both the plates is ( ), so its hydraulic diameter is ( ) . Since the flow is assumed to be laminar, so < 2300 . Furthermore, the assumptions, for the present flow situation, are enlisted as [40] :

The lower wall, situated at = 0 , experiences a time-dependent stretching velocity = (1 − ) ⁄ in the horizontal direction. 
The channel's upper wall occupies the place at a variable distance = ( ) = (1 − ) ⁄ . and also exhibit a time-dependent squeezing velocity = ⁄ , whose direction is opposite to the positive − direction.  Besides, it is also assumed that the wall, at the lower extremity of the channel, is permeable and the velocity with which fluid is sucked, is given as −
The channel along with the fluid confined between the parallel plates turns around the − axis with the angular velocity Ω = Ω (1 − ) ⁄
. 
The temperatures of the stretching wall at the lower side and the squeezing wall at the upper side of the channel are respectively denoted by Τ and Τ , along with the assumption that Τ < Τ . Figure 1 demonstrates the physical model of the present flow situation. Keeping in view the assumptions mentioned above, the present flow and heat transfer phenomenon, subject to the rotating frame of reference, can be deliberated through the subsequent equations [40] : Keeping in view the assumptions mentioned above, the present flow and heat transfer phenomenon, subject to the rotating frame of reference, can be deliberated through the subsequent equations [40] :
∂p ∂x +ρ hn f ∂ȗ ∂t
∂p ∂y +ρ hn f ∂v ∂t
ρC p hn f ∂T ∂t
where,ȗ,v, andw represents the velocity components alongx,y, andz direction respectively.p andT denotes the dimensional pressure and temperature of the fluid. Moreover, κ indicates the characteristic parameter, which holds the dimension of (time) −1 , and 1 > κt.
The boundary conditions that specify the current flow situation is given as [40] :
,w = 0,ȗ = 0,T =T a , aty = a(t),
where,T 0 andT a simultaneously indicate the temperatures of the plates situated aty = 0 andy = a(t).
Moreover, c > 0 is the constant, which indicates the stretching rate of the surface placed aty = 0.
In the preceding set of Equations (1)- (5) , the effective density [30] and the dynamic viscosity [30] of the hybrid nanofluid are simultaneously represented byρ hn f and µ hn f , which significantly influences the flow properties of the host fluid. Moreover, ρC p hn f specifies the heat capacity [30] of the (CNT-SiO 2 /H 2 O) hybrid nanofluid. Mathematically:
ρ hn f
ρC p hn f
where, µ f ,ρ f , and ρC p f denotes the effective viscosity, density and specific heat of the host fluid (water), respectively. Thermal conductivity K hn f of a substance is one of the basic properties that encounters the rate of heat flux by conduction. The models, prescribed for the thermal conductivity of nanofluid engineered by dispersing CNTs, are usually less in number compared to those nanofluids, which involve the spherical-shaped nanoparticles. In 2017, Yang and Xu [1] introduced a renovated Hamilton-Crosser model, which effectively predicts the thermal conductivity of nanofluid engineered by dispersing CNTs. This model usually incorporates the consequences of aspect ratio and CNTs diameter along with ,
, e( ) = 1 −
where, n 1 represents the empirical shape factor, which depends upon the sphericity ψ and the empirical parameter g. Yu and Choi [18, 19] followed by Jiang et al. [20] , through their studies, found that this parameter g should be equal to 1.55 for CNTs based nanofluids. e( ) denotes the eccentricity. L and R indicates the length and radius of the CNTs, respectively, with the assumption L > R. Moreover, the interfacial layer thickness around the CNTs is symbolized by ≈ and is set as 2nm for the present flow model. The thermal conductivity of the CNT/layer composites in the radial direction is represented by K pex , while K pez denotes the same in the axial direction. K r elucidates the thermal conductivity of the interfacial layer around the CNTs and its mathematical expression was reported by Jiang et al. [20] . The thermal conductivity of the (CNT-SiO 2 /H 2 O) hybrid nanofluid is symbolized by K hn f , while, K b f illustrates the thermal conductivity of the (SiO 2 /H 2 O) nanofluid, which can be defined by the Maxwell correlation [4, 30] :
Furthermore, the thermal conductivities of SiO 2 and CNT nanocomposites are denoted by K p1 and K p2 , respectively. K f represents the thermal conductivity of the host fluid (H 2 O). Moreover, ϕ 1 symbolizes the volume fraction for SiO 2 tiny particles, while the solid volume fraction for CNTs is given by ϕ 2 . Table 1 has been fabricated with the thermo-physical properties of the carrier fluid (H 2 O) and the nanomaterials (SiO 2 andCNTs). The system of Equations (1)-(5) along with the boundary conditions of Equations (6) and (7), may be brought into non-dimensional form by taking the following similarity transforms into account [40] :
Under the group of transformation as described above, the set of Equations (2)-(5) can take the following non-dimensional form:
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and the non-dimensional auxiliary conditions are therefore defined as:
The preceding set of Equations (14)-(17) comprises various dimensionless parameters, which are defined as follows:
These parameters subsequently indicate the squeezing number, the rotation parameter, the suction parameter, the Eckert number, the modified Eckert number, and the Prandtl number. It is expedient to mention that S q > 0 corresponds to the case when the upper wall, with velocity V a < 0, moves in the negativey− direction and therefore a squeezing effect seems to be prominent on the fluid. S q < 0 implies the case when the upper wall moves along they− direction and S q = 0 entail the case of steady flow or the stationary upper wall. Moreover, the mathematical expression for the constantsY 1 ,Y 2 , andY 3 involved in the Equations (14)- (16) , are given as follows:
In the present flow problem, the physical entities like the Nusselt number and the coefficient for skin friction can be expressed mathematically as:
where the shear stress (τ w ) and the heat flux (q w ) at the walls placed at the lower and upper sides of the channel are respectively defined as:
Consequently, the dimensionless form of skin friction and the Nusselt number have been accomplished, by using the expressions given in Equations (21) and (13) into the corresponding expressions given in Equation (20) , which can be expressed as:
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where, Rex =x 0 /υ f represents the local Reynolds number.
Wavelets and Hermite Wavelets
In wavelets, a continuous variation in dilation parameterα and a translation parameterβ of a mother wavelet, successfully generates the following class of continuous wavelets:
where,α,β ∈ R,α 0. Moreover, by assigning some discrete values to the parametersα andβ, such asα =α −k 0 ,β =nβ 0α −k 0 , whereα 0 > 1,β 0 > 0, the subsequent set of discrete wavelets have been accomplished:
where, ψ k,n indicates the wavelet basis for L 2 (R). It is noteworthy that ψ k,n (χ) yields a set of orthonormal basis function when we assumeα 0 = 2 andβ 0 = 1. Hermite wavelets ψń ,ḿ = ψ(k,ń,ḿ, χ) defined on the interval (0, 1) are mathematically expressed as [44] :
where, Hḿ(χ) symbolizes theḿth order Hermite polynomials, which can be appraised via following recurrence formulae:
The Hermite polynomials, associated with the weight function e −χ 2 , significantly obeys the orthogonality relation. In Equation (26) ,ḿ ∈ [0, N − 1] represents the order of Hermite polynomials, k ≥ 1 denotes the level of wavelet resolution, and the translation parameter is symbolized byn = 2ń − 1, whereń = 1, 2, . . . , 2 k−1 .
A functionF (χ) from L 2 (R)-space over the domain (0, 1) maybe expressed in terms of the Hermite wavelets as:
where, 1) , where the inner product space is represented by ., . L 2ώ [0,1) . Since the expression in Equation (28) is an infinite series so, in order to compute the approximate solution, it may be truncated as follows:
where M and Ψ(χ) are matrices of order 2 k−1 N × 1 and are expressed as follows: 
Modified Hermite Wavelet Method and Solution Procedure
This section reveals the methodology of new modification, which has been successfully employed to examine the solution of the present flow problem. This innovative version involves a new set of undetermined coefficients, which significantly reduces the computational complexity. Moreover, the boundary conditions are restricted to satisfy the proposed trial solution. The proposed way seems to be quite reasonable when compared with the results obtained via Runge Kutta Fehlberg (RKF) method. The general procedure is given as under:
Step 1: Let us consider the present flow problem (14)- (16) ,
Step 2: By employing the traditional Hermite wavelet method [44] , the subsequent trial solutions for Equations (31)- (33) have been further endorsed as:
where, M i = η i 10 , η i 11 , η i 12 , η i 13 , . . . T , i = 1, 2, 3, and Ψ(χ) = π −1/4 1, 2(2χ − 1), 2 8χ 2 − 8χ + 1 , . . . T . The above expressions, for trial solutions, can be written as:
In the above equation,Λ a , i = 1, 2, 3 represents the matrices, which are defined as:
Now, a new class of undetermined coefficients as ή i 0 ,ή i 1 ,ή i 2 , . . . , i = 1, 2, 3, have been taken into account, which satisfies the subsequent relations:
By plugging these new coefficients in the above trial solution, subsequently generates the following new trial solution, which can be written as:
By introducing the boundary conditions (17), the above expressions for trial solutions, then takes the following form:
Step 3: By plugging back Equations (40)- (42) into Equations (31)-(33), a set of residual vectors has been achieved, which is given as under:
Step 4: Further, the concept of the Galerkin method, have been adapted to explore the undetermined coefficients. Thus, the subsequent system of equations has been achieved:
Step 5: Thus, from Equations (46)-(48), a system of algebraic equations have been accomplished, whose solution reveals the undetermined constantsή's and then substituting them back into Equation (38) , yields the unknown coefficients η's. Finally, an approximate solutions of Equations (31)-(33) have been found by plugging all η's back into the reduced trial solutions (34)- (36) .
By following the procedure as mentioned above and by assigning some specific values to the ingrained parameters, the approximate solutions are therefore given as under:
where the numerical values of the coefficients ∝ i j , i = 1, 2, 3, have been presented in Table 2 . Moreover, the above approximate solutions are specifically obtained for (SWCNT-SiO 2 /H 2 O) hybrid nanofluid, whose thermo-mechanical properties have been displayed in Table 1 . The values for the other ingrained parameters are set as:
Comparability has been made between the results obtained for (SWCNT-SiO 2 /H 2 O) hybrid nanofluid through MHWM and RKF and are subsequently displayed in the Tables 3-5 . The values for the ingrained parameters remain similar as stated above. These tables successfully assured the credibility of the proposed method. 
Discussions
The goal of this section is to investigate the physical behavior of the graphical results obtained via mathematical exploration. The impact of various ingrained parameters on the velocity and temperature profiles for (CNT-SiO 2 /H 2 O) hybrid nanofluid is the core objective of this study. The length and diameter of the CNT's involved in the numerical computation are 2.5 µm ≤ L ≤ 70 µm and 10 nm ≤ d ≤ 40 nm. The graphical overview of the flow has been accomplished by assigning the appropriate numerical values to the embedded parameters, which indeed enables us to analyze the imperative features of the fluid flow. Therefore, the upcoming figures have been designed, which depicts the variations in temperature and velocity profiles.
From the discussion point of view, the values of the length and diameter of CNT's were considered as L = 2.5 µm and d = 10 nm, unless indicated otherwise. The impact of a squeezed number S q on F (χ) is specified in Figure 2a . The velocity componentF (χ) exhibit an increasing behavior, adjacent to the upper wall, as S q increases, which shows the significance of the squeezing behavior on the fluid flow. Figure 2b has been sketched, to check the influence of squeezing parameter S q on the axial velocity componentF (χ). For S q < 0, i.e., the case when the upper wall moves along the positivȇ y− direction, which in turn creates a vacant region nearby the upper wall. The adjacent fluid is then moved in the opposite direction, to fill this gap and as a result, a drop-in velocity has been perceived. Moreover, since the fluid has been continuously sucked from the stretching wall, which is placed at the lower end of the channel, therefore, a reversal flow has been observed at the central half of the channel. This phenomenon can also be observed for S q = 0. The case, when S q > 0, i.e., the upper wall moves in the negativey-direction, enforces a certain pressure on the adjacent fluid layers and hence, became a reason for an increment in the axial component of velocity. It is pertinent to note that the higher values of S q certainly, amortize the reversal behavior of the flow. From Figure 2c , it has been noticed that the transverse component of velocityG(χ) revealed the same behavior as depicted in Figure 2b . The increasing values of S q , gradually enhances the transverse component of velocityG(χ) and it seems to be dominant in the central half of the channel. Further, it has been noticed that the transverse velocity component possesses higher values for (MWCNT-SiO 2 /H 2 O) hybrid nanofluid. Figure 2d depicts the behavior of temperature distribution, under the influence of squeezing parameter S q . One can observe a clear decline in the temperature as the upper wall moves in the positivey− direction (S q < 0). On the other hand, when S q > 0, i.e., the downward motion of the upper wall, enforces a squeezing force on the adjacent fluid layers. This, in turn, gives rise to the fluid velocity, which subsequently augments the viscous dissipative effects within the fluid and therefore, significantly augments the fluid temperature. Moreover, it has been detected that the temperature of (CNT-SiO 2 /H 2 O) hybrid nanofluid remains on the lower side as compared to (SiO 2 /H 2 O) nanofluid. decline in the temperature as the upper wall moves in the positive − direction ( < 0). On the other hand, when > 0, i.e., the downward motion of the upper wall, enforces a squeezing force on the adjacent fluid layers. This, in turn, gives rise to the fluid velocity, which subsequently augments the viscous dissipative effects within the fluid and therefore, significantly augments the fluid temperature. Moreover, it has been detected that the temperature of (CNT − SiO H O ⁄ ) hybrid nanofluid remains on the lower side as compared to (SiO H O ⁄ ) nanofluid. Figure 3 illustrates the velocity and temperature behaviors, under the action of suction parameter . The rising values of , significantly enhances the normal velocity component ℱ ( ) and this phenomenon seems to be more prominent in the lower half of the channel (see Figure 3a ). Figure 3b reveals a decline in the axial component of velocity ℱ ( ) with the augmented . Moreover, the larger suction values supports the reversal flow behavior, which is more prevailing in the region adjacent to the upper wall. In the region close to the lower wall, the reverse flow is caused by the adverse pressure gradient, which is mainly due to the suction of the fluid from the lower permeable wall. Further, a sharp drop in axial velocity ℱ ( ) has been witnessed for the case when < 0 as compared to > 0. < 0 corresponds to the case, when the upper wall moves in the positive − direction, which results a vicinity near the upper wall. The fluid is then moved inwards to fill this space and hence, a steep reversal behavior of the fluid has been observed near the Figure 3 illustrates the velocity and temperature behaviors, under the action of suction parameter γ 1 . The rising values of γ 1 , significantly enhances the normal velocity componentF (χ) and this phenomenon seems to be more prominent in the lower half of the channel (see Figure 3a ). Figure 3b reveals a decline in the axial component of velocityF (χ) with the augmented γ 1 . Moreover, the larger suction values γ 1 supports the reversal flow behavior, which is more prevailing in the region adjacent to the upper wall. In the region close to the lower wall, the reverse flow is caused by the adverse pressure gradient, which is mainly due to the suction of the fluid from the lower permeable wall. Further, a sharp drop in axial velocityF (χ) has been witnessed for the case when S q < 0 as compared to S q > 0. S q < 0 corresponds to the case, when the upper wall moves in the positivey− direction, which results a vicinity near the upper wall. The fluid is then moved inwards to fill this space and hence, a steep reversal behavior of the fluid has been observed near the upper wall of the channel. Almost alike behavior has been perceived for the transverse velocity componentG(χ), which has been presented in Figure 3c . Figure 3d elucidate the temperature variations with varying suction parameter γ 1 . An upsurge in temperature has been noticed with the increasing γ 1 . Also, the temperature distribution seems to be sufficiently high in the region nearby the lower wall as compared to the upper one. Suction, at the lower wall, could be the reason behind this behavior. It is also evident from this figure that the temperature boosts up in the middle portion of the channel. Further, when S q = −0.5, the fluid temperature displays a significant increment as compared to the case when S q = 0.5. It has also been noted that the (CNT-SiO 2 /H 2 O) hybrid nanofluid exhibit lower temperature profile, as compared to
increasing . Also, the temperature distribution seems to be sufficiently high in the region nearby the lower wall as compared to the upper one. Suction, at the lower wall, could be the reason behind this behavior. It is also evident from this figure that the temperature boosts up in the middle portion of the channel. Further, when = −0.5, the fluid temperature displays a significant increment as compared to the case when = 0.5. It has also been noted that the (CNT − SiO H O ⁄ ) hybrid nanofluid exhibit lower temperature profile, as compared to (SiO H O ⁄ ) nanofluid. Figure 4b ). Besides, the transverse velocity component ( ) reveals a decreasing behavior with increasing nanoparticle volume fraction, which can be displayed in Figure 4c . It is evident from these pictures (Figure 4a-c Figure 4b) . Besides, the transverse velocity componentG(χ) reveals a decreasing behavior with increasing nanoparticle volume fraction, which can be displayed in Figure 4c . It is evident from these pictures (Figure 4a -c) that the normal, axial, and transverse velocity components depict a higher velocity behavior, for the case when S q > 0. Furthermore, the reversal flow phenomena have also been observed form Figure 4b Figure 4d portrays the consequences of nanoparticles volume fraction on the temperature profile. Over here, the behavior is quite surprising one. A clear rise in temperature has been detected for (SiO 2 /H 2 O) nanofluid, with the increasing volume fraction; however, a drop in temperature has been perceived, for both (SWCNT-SiO 2 /H 2 O) and (MWCNT-SiO 2 /H 2 O) hybrid nanofluid. The reason perhaps be the increment in heat transfer, which appears to be quite significant, in a hybrid nanofluid. It has been further observed that the temperature profile depicts a remarkable advancement, for the case when S q = −0.5. Interestingly, the (CNT-SiO 2 /H 2 O) hybrid nanofluid offers a slightly lesser temperature values as compared to (SiO 2 /H 2 O) nanofluid.
the case of (MWCNT − SiO H O ⁄ ) hybrid nanofluid. Figure 4d portrays the consequences of nanoparticles volume fraction on the temperature profile. Over here, the behavior is quite surprising one. A clear rise in temperature has been detected for (SiO H O ⁄ ) nanofluid, with the increasing volume fraction; however, a drop in temperature has been perceived, for both (SWCNT − SiO H O ⁄ ) and (MWCNT − SiO H O ⁄ ) hybrid nanofluid. The reason perhaps be the increment in heat transfer, which appears to be quite significant, in a hybrid nanofluid. It has been further observed that the temperature profile depicts a remarkable advancement, for the case when = −0.5. Interestingly, the (CNT − SiO H O ⁄ ) hybrid nanofluid offers a slightly lesser temperature values as compared to The next set of Figure 5a -5d provides a pictorial view of the impact of rotation parameter on the velocity and temperature profiles. Figure 5a portrays an interesting behavior of the normal velocity component ℱ ( ) . With the rising , the normal velocity component ℱ ( ) exhibit a continuous decline in the vicinage, nearby the lower wall and from the middle portion of the channel and onwards, an adverse trend has been perceived. It is also notable that the velocity possesses lower values, in the upper region of the channel as compared to the lower one. The deviations in the axial component of velocity ℱ ( ), under the action of rotation parameter , has been presented in Figure 5b . The environs, nearby lower wall, i.e., 0 ≤ ≤ 0.3, exhibit a decelerated flow with the increasing and the same behavior of velocity has been witnessed, in the region adjacent to the wall at the top i.e., 0.8 ≤ ≤ 1.0. However, in the middle section of the channel, i.e., 0.3 ≤ ≤ 0.8, the axial velocity ℱ ( ) displays an increasing behavior with the increasing . The axial velocity The next set of Figure 5a -5d provides a pictorial view of the impact of rotation parameter 0 on the velocity and temperature profiles. Figure 5a portrays an interesting behavior of the normal velocity componentF (χ). With the rising 0 , the normal velocity componentF (χ) exhibit a continuous decline in the vicinage, nearby the lower wall and from the middle portion of the channel and onwards, an adverse trend has been perceived. It is also notable that the velocity possesses lower values, in the upper region of the channel as compared to the lower one. The deviations in the axial component of velocityF (χ), under the action of rotation parameter 0 , has been presented in Figure 5b . The environs, nearby lower wall, i.e., 0 ≤ χ ≤ 0.3, exhibit a decelerated flow with the increasing 0 and the same behavior of velocity has been witnessed, in the region adjacent to the wall at the top i.e., 0.8 ≤ χ ≤ 1.0. However, in the middle section of the channel, i.e., 0.3 ≤ χ ≤ 0.8, the axial velocityF (χ) displays an increasing behavior with the increasing 0 . The axial velocityF (χ) for (SWCNT-SiO 2 /H 2 O) hybrid nanofluid remains on the higher side as compared to (MWCNT-SiO 2 /H 2 O) hybrid nanofluid, in the central half of the channel. Figure 5c shows the variation in the transverse velocity componentG(χ), with the growing values of 0 . A clear decrement in the transverse velocity componentG(χ) has been noticed, with the increasing values of 0 . In addition, the normal, axial, and transverse components of velocity offer higher velocity values, for the case when S q = 0.5. Moreover, the(SiO 2 /H 2 O) nanofluid provides a drop in the transverse module of velocity as compared to the (CNT-SiO 2 /H 2 O) hybrid nanofluid. Figure 5d graphically narrates the variation in temperature profile, with the growing values of 0 . The increasing values of 0 , certainly augments the temperature profile. The increasing rotation of channel and fluid, consequently, enhances the convection rate, which is the main reason behind this rising behavior. The case, when the upper wall moves in the negativey− direction, i.e., S q = 0.5 delivers a low-temperature profile as compared to the case when S q = −0.5. The fact behind this temperature difference is that when the upper wall moves in the opposite direction to the lower one S q = −0.5 , the vicinity, between the walls, confines a large amount of heated fluid, which consequently, give a certain rise to the temperature values of the fluid. However, when the upper wall moves in negativey− direction S q = 0.5 , the amount of fluid certainly decreases between the parallel walls, and therefore a decrement in temperature values is quite evident in this case. Furthermore, the (SiO 2 /H 2 O) nanofluid bears higher temperature values as compared to (CNT-SiO 2 /H 2 O) hybrid nanofluid. decrement in the transverse velocity component ( ) has been noticed, with the increasing values of . In addition, the normal, axial, and transverse components of velocity offer higher velocity values, for the case when = 0.5. Moreover, the (SiO H O ⁄ ) nanofluid provides a drop in the transverse module of velocity as compared to the (CNT − SiO H O ⁄ ) hybrid nanofluid. Figure 5d graphically narrates the variation in temperature profile, with the growing values of . The increasing values of , certainly augments the temperature profile. The increasing rotation of channel and fluid, consequently, enhances the convection rate, which is the main reason behind this rising behavior. The case, when the upper wall moves in the negative − direction, i.e., = 0.5 delivers a low-temperature profile as compared to the case when = −0.5. The fact behind this temperature difference is that when the upper wall moves in the opposite direction to the lower one = −0.5 , the vicinity, between the walls, confines a large amount of heated fluid, which consequently, give a certain rise to the temperature values of the fluid. However, when the upper wall moves in negative − direction = 0.5 , the amount of fluid certainly decreases between the parallel walls, and therefore a decrement in temperature values is quite evident in this case. the dominancy of viscous forces, inside the fluid which consequently enhances the kinetic energy of the fluid and hence, an upsurge in temperature has been perceived. Furthermore, the temperature values remain on the higher side, for the case when the wall at the top moves away from the lower one, i.e., = −0.5. It is notable that the temperature for (CNT − SiO H O ⁄ ) hybrid nanofluid seems to be least affected as compared to the temperature for (SiO H O ⁄ ) nanofluid. The next couple of Figures 8 and 9 , highlights the analysis of the skin friction coefficient, under the influence of various ingrained entities. Figure 8 has been sketched, to study the effect of squeezing parameter and suction parameter on the skin friction coefficient. It has been discerned that when the upper wall moves in the negative − direction, i.e., > 0, the skin friction coefficient display its dominancy at the wall placed at the lower extremity of the channel, which is possibly due to higher resistant forces, while, an opposite behavior has been recorded at the wall, located at the top of the channel. The instance, when the wall at the top moves in the upward direction, i.e., < 0, an increment in the coefficient of skin friction has been perceived, at the upper end of the channel, with the increasing absolute values of . However, a reversed phenomenon has been identified at the other end of the channel. Besides, at the bottom of the channel, the skin friction coefficient for (CNT − SiO H O ⁄ ) hybrid nanofluid depict a marginally low behavior then (SiO H O ⁄ ) nanofluid, for the case when > 0. As far as the suction parameter is concerned, the increment in clearly augments the coefficient of skin friction, at the top wall of the channel, while, at the other extremity of the channel, a declining behavior has been visible. the dominancy of viscous forces, inside the fluid which consequently enhances the kinetic energy of the fluid and hence, an upsurge in temperature has been perceived. Furthermore, the temperature values remain on the higher side, for the case when the wall at the top moves away from the lower one, i.e., = −0.5. It is notable that the temperature for (CNT − SiO H O ⁄ ) hybrid nanofluid seems to be least affected as compared to the temperature for (SiO H O ⁄ ) nanofluid. The next couple of Figures 8 and 9 , highlights the analysis of the skin friction coefficient, under the influence of various ingrained entities. Figure 8 has been sketched, to study the effect of squeezing parameter and suction parameter on the skin friction coefficient. It has been discerned that when the upper wall moves in the negative − direction, i.e., > 0, the skin friction coefficient display its dominancy at the wall placed at the lower extremity of the channel, which is possibly due to higher resistant forces, while, an opposite behavior has been recorded at the wall, located at the top of the channel. The instance, when the wall at the top moves in the upward direction, i.e., < 0, an increment in the coefficient of skin friction has been perceived, at the upper end of the channel, with the increasing absolute values of . However, a reversed phenomenon has been identified at the other end of the channel. Besides, at the bottom of the channel, the skin friction coefficient for (CNT − SiO H O ⁄ ) hybrid nanofluid depict a marginally low behavior then (SiO H O ⁄ ) nanofluid, for the case when > 0. As far as the suction parameter is concerned, the increment in clearly augments the coefficient of skin friction, at the top wall of the channel, while, at the other extremity of the channel, a declining behavior has been visible. The next couple of Figures 8 and 9 , highlights the analysis of the skin friction coefficient, under the influence of various ingrained entities. Figure 8 has been sketched, to study the effect of squeezing parameter S q and suction parameter γ 1 on the skin friction coefficient. It has been discerned that when the upper wall moves in the negativey− direction, i.e., S q > 0, the skin friction coefficient display its dominancy at the wall placed at the lower extremity of the channel, which is possibly due to higher resistant forces, while, an opposite behavior has been recorded at the wall, located at the top of the channel. The instance, when the wall at the top moves in the upward direction, i.e., S q < 0, an increment in the coefficient of skin friction has been perceived, at the upper end of the channel, with the increasing absolute values of S q . However, a reversed phenomenon has been identified at the other end of the channel. Besides, at the bottom of the channel, the skin friction coefficient for (CNT-SiO 2 /H 2 O) hybrid nanofluid depict a marginally low behavior then (SiO 2 /H 2 O) nanofluid, for the case when S q > 0. As far as the suction parameter γ 1 is concerned, the increment in γ 1 clearly augments the coefficient of skin friction, at the top wall of the channel, while, at the other extremity of the channel, a declining behavior has been visible. Figure 9 elaborates the consequences of nanoparticle volume fraction and rotation parameter 0 on the coefficient of skin friction. One can witness a decrement in the skin friction coefficient, with the increasing nanocomposite volume fraction at the bottom of the channel. Also, the coefficient of skin friction exhibits higher values, for the case, when the wall at the top moves toward the wall at the bottom, i.e., S q = 0.5 and these phenomena has been detected at the bottom end of the channel. On the upper extremity of the channel, the rising values of nanoparticles concentration certainly augment the skin friction coefficient. Moreover, the increment in the rotation parameter 0 causes a decline in the coefficient of skin friction at the lower edge of the channel, while the behavior is quite the opposite at the upper end of the channel. It is notable that, in both the scenarios, when S q = 0.5 and S q = −0.5, the (MWCNT-SiO 2 /H 2 O) hybrid nanofluid possesses higher skin friction values, at the wall located at the upper side of the channel. Figure 9 elaborates the consequences of nanoparticle volume fraction and rotation parameter on the coefficient of skin friction. One can witness a decrement in the skin friction coefficient, with the increasing nanocomposite volume fraction at the bottom of the channel. Also, the coefficient of skin friction exhibits higher values, for the case, when the wall at the top moves toward the wall at the bottom, i.e., = 0.5 and these phenomena has been detected at the bottom end of the channel. On the upper extremity of the channel, the rising values of nanoparticles concentration certainly augment the skin friction coefficient. Moreover, the increment in the rotation parameter causes a decline in the coefficient of skin friction at the lower edge of the channel, while the behavior is quite the opposite at the upper end of the channel. It is notable that, in both the scenarios, when = 0.5 and = −0.5, the (MWCNT − SiO H O ⁄ ) hybrid nanofluid possesses higher skin friction values, at the wall located at the upper side of the channel. Figures 10-12 has been designed, to investigate the consequences of various embedded parameters on the local rate of heat transfer, i.e., the Nusselt number. In this context, Figure 10 demonstrates the deviations in local Nusselt number, with the varying values of squeezing parameter S q and suction parameter γ 1 . The instance, when S q > 0, the local rate of heat transfer reveals a declining behavior at the upper wall of the channel, which may be due to lesser temperature values at that extremity; however, a rising behavior has been achieved at the bottom wall of the channel. Also, when S q < 0, the growing absolute values of S q causes a drop in the rate of heat transfer at the bottom end of the channel, while at the wall placed at the top of the channel, it behaves oppositely. Furthermore, at the bottom wall, the local Nusselt number appeared to deteriorate, with the increasing suction parameter γ 1 ; however, a reversed phenomenon has been recorded at the other end of the channel. It is further notable that the heat transfer rate for (CNT-SiO 2 /H 2 O) hybrid nanofluid displays its supremacy, at both walls of the channel. Figure 11 has been painted, to discuss the variations in the local rate of heat transfer, under the influence of nanoparticle volume fraction and the local Eckert number c. The rise in nanoparticle volume fraction causes augmentation in the local heat transfer rate, and these phenomena are quite prominent at both walls of the channel. The fact behind this is that the inclusion of nanoparticles in the base fluid certainly enhances its thermal conductivity and consequently, the Nusselt number, which is the product of thermal conductivity and the temperature gradient, shows an increasing behavior.
Moreover, a downfall in the rate of heat transfer has been perceived, at the lower end of the channel, with the rising values of the Eckert number. The reason behind, the increment of Eckert number is the dominancy of viscous diffusion within the energy equation, which, in turn, ascertains the decaying behavior of the local Nusselt number at the bottom wall of the channel. At the top wall, the increment in c enhances the heat transfer rate. Also, at the bottom wall of the channel, the local heat transfer rate shows its proficiency in the case when the upper wall experiences a downward motion, i.e., S q = 0.5 and this behavior seems to be reversed at the upper end of the channel. Furthermore, the heat transfer rate in case of (CNT-SiO 2 /H 2 O) hybrid nanofluid significantly enhances, at both ends of the channel. declining behavior at the upper wall of the channel, which may be due to lesser temperature values at that extremity; however, a rising behavior has been achieved at the bottom wall of the channel. Also, when < 0, the growing absolute values of causes a drop in the rate of heat transfer at the bottom end of the channel, while at the wall placed at the top of the channel, it behaves oppositely. Furthermore, at the bottom wall, the local Nusselt number appeared to deteriorate, with the increasing suction parameter γ ; however, a reversed phenomenon has been recorded at the other end of the channel. It is further notable that the heat transfer rate for (CNT − SiO H O ⁄ ) hybrid nanofluid displays its supremacy, at both walls of the channel. Figure 11 has been painted, to discuss the variations in the local rate of heat transfer, under the influence of nanoparticle volume fraction and the local Eckert number . The rise in nanoparticle volume fraction causes augmentation in the local heat transfer rate, and these phenomena are quite prominent at both walls of the channel. The fact behind this is that the inclusion of nanoparticles in the base fluid certainly enhances its thermal conductivity and consequently, the Nusselt number, which is the product of thermal conductivity and the temperature gradient, shows an increasing behavior. Moreover, a downfall in the rate of heat transfer has been perceived, at the lower end of the channel, with the rising values of the Eckert number. The reason behind, the increment of Eckert number is the dominancy of viscous diffusion within the energy equation, which, in turn, ascertains the decaying behavior of the local Nusselt number at the bottom wall of the channel. At the top wall, the increment in enhances the heat transfer rate. Also, at the bottom wall of the channel, the local heat transfer rate shows its proficiency in the case when the upper wall experiences a downward motion, i.e., = 0.5 and this behavior seems to be reversed at the upper end of the channel. Furthermore, the heat transfer rate in case of (CNT − SiO H O ⁄ ) hybrid nanofluid significantly enhances, at both ends of the channel. The consequences of the rotation parameter and the modified Eckert number on the local rate of heat transfer has been displayed, in Figure 12 . At the lower wall of the channel, the local rate of heat transfer can be abated, with the increasing values of the rotation parameter . Since the increment in rotation parameter is due to the rise in Coriolis force as compared to viscous forces. Stronger Coriolis forces imply increment in rotation parameter , which give rise to the heat transfer rate at the wall placed at the top of the channel. Moreover, the modified Eckert number also, play a role in enhancing the heat transfer rate at the upper end of the channel; however, a reversed relationship has been observed at the bottom wall of the channel. Further, the case, when = −0.5, the local heat transfer depicts higher values, nearby the upper extremity of the channel, while, it remains inferior at the other end of the channel. It is worth mentioning that the (CNT − SiO H O ⁄ ) hybrid nanofluid displays higher heat transferring rate as compared to (SiO H O ⁄ ) nanofluid at the both extremities of the channel. The consequences of the rotation parameter 0 and the modified Eckert number cx on the local rate of heat transfer has been displayed, in Figure 12 . At the lower wall of the channel, the local rate of heat transfer can be abated, with the increasing values of the rotation parameter 0 . Since the increment in rotation parameter 0 is due to the rise in Coriolis force as compared to viscous forces. Stronger Coriolis forces imply increment in rotation parameter 0 , which give rise to the heat transfer rate at the wall placed at the top of the channel. Moreover, the modified Eckert number cx also, play a role in enhancing the heat transfer rate at the upper end of the channel; however, a reversed relationship has been observed at the bottom wall of the channel. Further, the case, when S q = −0.5, the local heat transfer depicts higher values, nearby the upper extremity of the channel, while, it remains inferior at the other end of the channel. It is worth mentioning that the (CNT-SiO 2 /H 2 O) hybrid nanofluid displays higher heat transferring rate as compared to (SiO 2 /H 2 O) nanofluid at the both extremities of the channel.
local rate of heat transfer has been displayed, in Figure 12 . At the lower wall of the channel, the local rate of heat transfer can be abated, with the increasing values of the rotation parameter . Since the increment in rotation parameter is due to the rise in Coriolis force as compared to viscous forces. Stronger Coriolis forces imply increment in rotation parameter , which give rise to the heat transfer rate at the wall placed at the top of the channel. Moreover, the modified Eckert number also, play a role in enhancing the heat transfer rate at the upper end of the channel; however, a reversed relationship has been observed at the bottom wall of the channel. Further, the case, when = −0.5, the local heat transfer depicts higher values, nearby the upper extremity of the channel, while, it remains inferior at the other end of the channel. It is worth mentioning that the (CNT − SiO H O ⁄ ) hybrid nanofluid displays higher heat transferring rate as compared to (SiO H O ⁄ ) nanofluid at the both extremities of the channel. In the present study, a relatively new model, named 'renovated Hamilton-Crosser model' (proposed by Yang and Xu [1] ), has been incorporated. This model includes the combined effects of CNTs diameter and aspect ratio along with the interfacial layer. For (MWCNT/H 2 O) nanofluid, the comparison of the results, for thermal conductivity ratio, obtained via renovated Hamilton-Crosser model has been made with the experimental data [45] as well as the previously existing models, like the Nan model, Murshed model, Yamada model, and Xue model. It has been found that the data, for carbon-nanotubes based nanofluid, acquired by the RHCM is constantly in accordance with the experimental data [45] , as compared to other models. All these results can be clearly visualized from Figure 13 . [45] , as compared to other models. All these results can be clearly visualized from Figure 13 . [45] . Tables 6-8 have been fabricated with the results, procured by means of a modified Hermite wavelet method. Comparison with the previously published data of Butt and Ali [40] and Khan et al. [41] have also been taken into account. It has been found that the results are in good agreement with each other. MHWM involves the orthogonal polynomial basis functions that reduce the given Tables 6-8 have been fabricated with the results, procured by means of a modified Hermite wavelet method. Comparison with the previously published data of Butt and Ali [40] and Khan et al. [41] have also been taken into account. It has been found that the results are in good agreement with each other. MHWM involves the orthogonal polynomial basis functions that reduce the given problems to those of solving a system of algebraic equations, and thus, greatly simplifying the problem. Based on these facts, this method can be extended to the other physical problems of diversified nature. 
Conclusions
The contribution of this article is to comprehensively discuss the consequences of various ingrained parameters, on the three-dimensional squeezing flow and heat transfer characteristics of (CNT-SiO 2 /H 2 O) hybrid nanofluid, which is confined inside a rotating channel. Among both walls, the lower one is permeable. The modified version of the Hermite wavelet method has been endorsed, to tackle the nonlinear physical model, associated with the present flow problem. The major upshots are enlisted below:
•
The instance, when S q > 0, the normal, axial, and transverse velocity components expedite with the increasing values of squeezing parameter S q .
The increment in the suction parameter γ 1 accelerate the flow in a normal direction; however, in axial and transverse direction, the reversal flow has been perceived.
The normal velocity componentF (χ), certainly enhances with the increasing nanoparticle volume fraction; however, the axial and transverse velocity behaves differently.
Both the normal and axial velocity component exhibit dual behavior, with the increasing rotation parameter 0 , while, a transverse velocity componentG(χ) experiences declining behavior.
The augmentation in temperature has been recorded, with the increasing values of various embedded parameters like suction parameter γ 1 , the rotation parameter 0 and Eckert number (both c and cx). Further, the (CNT-SiO 2 /H 2 O)hybrid nanofluid offers a slightly lesser temperature value as compared to (SiO 2 /H 2 O)nanofluid.
The dispersion of CNTs with different volume fractions, in (SiO 2 /H 2 O) nanofluid contributes to reducing the temperature of the fluid.
The temperature profile depicts a remarkable advancement for S q < 0.
The increment in S q give rise to the skin friction coefficient at the bottom wall of the channel, while, a reversed phenomenon has been perceived at the other wall of the channel.
The inclusion of nanoparticles enhances the skin friction coefficient at the wall located at the upper side of the channel, while a decrement has been noticed at the bottom wall.
The skin friction coefficient drops at the lower end of the channel with the increasing suction parameter γ 1 and rotation parameter 0 . The (CNT-SiO 2 /H 2 O) hybrid nanofluid slightly lessens the coefficient of skin friction at the lower extremity of the channel.
The Nusselt number seems to be dropping, with the rising values of the suction parameter γ 1 and rotation parameter 0 , at the lower end of the channel.
The nanoparticle volume concentration enhances the local rate of heat transfer, at the upper walls of the channel. It is noteworthy that the (CNT-SiO 2 /H 2 O) hybrid nanofluid display higher heat transferring rate as compared to (SiO 2 /H 2 O) nanofluid, at both ends of the channel.
The error analysis endorsed that the modified version of the Hermite wavelet method is suitable for handling the nonlinear physical models and can be extended to the other physical problems of diversified nature. 
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